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※Sold separately: 8-pin socket (PG-08, PS-08(N)), Fixing bracket (BK-S)

General-Purpose,
Analog Timer 
ATE8 Series 

Time setting POWER ON DELAY POWER ON 
START 8-pin plug 100-240VAC~, 

24-240VDC

0.1 to 1 sec
1 to 10 sec
0.1 to 1 min
1 to 10 min
0.1 to 1 hour

Time-limit SPDT (1c): 1, 
Instantaneous SPST (1a): 1 -

IP40
(front 
panel)

 ATE8-41

Time-limit SPDT (1c): 2 -
IP40
(front 
panel)

 ATE8-41D

Time-limit SPDT (1c): 1, 
Instantaneous SPDT (1c): 1 -

IP40
(front 
panel)

 ATE8-41E

0.3 to 3 sec
3 to 30 sec
0.3 to 3 min
3 to 30 min
0.3 to 3 hour

Time-limit SPDT (1c): 1, 
Instantaneous SPST (1a): 1 -

IP40
(front 
panel)

 ATE8-43

Time-limit SPDT (1c): 2 -
IP40
(front 
panel)

 ATE8-43D

Time-limit SPDT (1c): 1, 
Instantaneous SPDT (1c): 1 -

IP40
(front 
panel)

 ATE8-43E

0.6 to 6 sec
6 to 60 sec
0.6 to 6 min
6 to 60 min
0.6 to 6 hour

Time-limit SPDT (1c): 1, 
Instantaneous SPST (1a): 1 -

IP40
(front 
panel)

 ATE8-46

Time-limit SPDT (1c): 2 -
IP40
(front 
panel)

 ATE8-46D

Time-limit SPDT (1c): 1, 
Instantaneous SPDT (1c): 1 -

IP40
(front 
panel)

 ATE8-46E

1.2 to 12 sec
1.2 to 12 min
2.4 to 24 min
1.2 to 12 hour
2.4 to 24 hour

Time-limit SPDT (1c): 1, 
Instantaneous SPST (1a): 1 -

IP40
(front 
panel)

 ATE8-4C

Time-limit SPDT (1c): 2 -
IP40
(front 
panel)

 ATE8-4CD

Time-limit SPDT (1c): 1, 
Instantaneous SPDT (1c): 1 -

IP40
(front 
panel)

 ATE8-4CE

W48×H48×L85.3mm

Series Operation 
Method Output Operation Time Operation Terminal Power Supply Setting Range

Control Output Protection 
Structure Approval Model

Relay NPN Open Collector
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General-Purpose,
Analog Timer 
ATE8 Series 

Time setting POWER ON DELAY POWER ON 
START 8-pin plug 100-240VAC~, 

24-240VDC

0.1 to 1 sec
1 to 10 sec
0.1 to 1 min
1 to 10 min
0.1 to 1 hour

Time-limit SPDT (1c): 1, 
Instantaneous SPST (1a): 1 -

IP40
(front 
panel)

 ATE8-41

Time-limit SPDT (1c): 2 -
IP40
(front 
panel)

 ATE8-41D

Time-limit SPDT (1c): 1, 
Instantaneous SPDT (1c): 1 -

IP40
(front 
panel)

 ATE8-41E

0.3 to 3 sec
3 to 30 sec
0.3 to 3 min
3 to 30 min
0.3 to 3 hour

Time-limit SPDT (1c): 1, 
Instantaneous SPST (1a): 1 -

IP40
(front 
panel)

 ATE8-43

Time-limit SPDT (1c): 2 -
IP40
(front 
panel)

 ATE8-43D

Time-limit SPDT (1c): 1, 
Instantaneous SPDT (1c): 1 -

IP40
(front 
panel)

 ATE8-43E

0.6 to 6 sec
6 to 60 sec
0.6 to 6 min
6 to 60 min
0.6 to 6 hour

Time-limit SPDT (1c): 1, 
Instantaneous SPST (1a): 1 -

IP40
(front 
panel)

 ATE8-46

Time-limit SPDT (1c): 2 -
IP40
(front 
panel)

 ATE8-46D

Time-limit SPDT (1c): 1, 
Instantaneous SPDT (1c): 1 -

IP40
(front 
panel)

 ATE8-46E

1.2 to 12 sec
1.2 to 12 min
2.4 to 24 min
1.2 to 12 hour
2.4 to 24 hour

Time-limit SPDT (1c): 1, 
Instantaneous SPST (1a): 1 -

IP40
(front 
panel)

 ATE8-4C

Time-limit SPDT (1c): 2 -
IP40
(front 
panel)

 ATE8-4CD

Time-limit SPDT (1c): 1, 
Instantaneous SPDT (1c): 1 -

IP40
(front 
panel)

 ATE8-4CE

Series Operation 
Method Output Operation Time Operation Terminal Power Supply Setting Range

Control Output Protection 
Structure Approval Model

Relay NPN Open Collector
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