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SALIENT FEATURES

 Atom D525
 Optional WiFi
 Upto 400 cd/m2
 VESA Mounting Holes
 Upto 6 COM, 4 USB Ports
 IP65 Compliant Front Bezel
 Upto 1280x1024px Resolution
 Aluminium-magnesium Alloy Frame

3 4 5 621

Model Number Legend

2.  Type

H: H Type with Intel Atom D525

3.  Screen Size

08: 8.4” Resistive Touch Screen

10: 10.4” Resistive Touch Screen

12: 12.1” Resistive Touch Screen

15: 15” Resistive Touch Screen

17: 17” Resistive Touch Screen

19: 19” Resistive Touch Screen

4.  RAM

1: 1GB DDR3

2: 2GB DDR3

5.  Hard Disc Capacity

25: 250GB SATA

50: 500GB SATA

6.  Operating System

DOS: Free DOS

WXP: Windows XP Professional 32-bit

W7P: Windows 7 Professional 32-bit

#.  Accessories

Touch Assist Pen:  1 No.

Screws & Mounting Clamps: 1 Set

1.  Series

IPC

Example:
IPC-H17-250-DOS

IPC Series - H Type with Intel Atom D525, 17” Resistive Touch Screen - 2GB DDR3 RAM, 500GB SATA HDD - Free DOS OS

NOTE:  Contact us for models not shown in catalogue.
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Product Highlights IPC-H

www.inno.sg/ipc-h

1 PCI slot is provided for adding a wireless lan. The 
slot can also be utilised to add any other compaitable 
card like Input Cards.

♦  Optional Wireless
The IPC incorporates a 4 wire Resistive Touch 
Screen display across all models. The Resistive 
touch display is sensitive to all objects and is durable.

♦  4 Wire Resistive Touch Screen

The IPC-H realizes the need for additional ports in the 
industrial environment. The computer carries upto 6 
COM ports, 4 USB ports, 2 Gigabit Ethernet ports, 1 
PS2 Combo port, 1 VGA port, 1 Aux In, 1 Audio Out & 
1 Parallel port. In addition the unit also comes with an 
empty PCI slot.

♦  More Ports, More Convenience
IPC-H series has standard VESA 
mounting holes for user conve-
nience. This supports table/ 
desktop mounting, wall mounting, 
swingarm mounting, panel 
hanging arm mounting.

♦  VESA Mounting Holes

The IPC-Hs incorprates an TFT LCD display with support for wide viewing angles and a resolu-
tion of upto 1280x1024px. The display is backlit by high bright CCFL providing a maximum 
brightness of upto 400cd/m2. This makes reading and viewing of the display easier under bright 
lighting conditions.

♦  High Bright Displays

The front bezel of the IPC is IP65 compliant making it 
resistant to minor water sprays and dust proof.

♦  Splash Proof

The frame and the bezel of the IPC-H is made up of 
cast Aluminium Magnesium alloy which is upto 30% 
stronger and lighter than regular aluminium frames. 
This makes it more durable to impact at the same 
time making it light and more easily movbable.

♦  Aluminium Alloy Frame
A longer life under continious operation is ensured 
with the use of higher quality components and a 
better thermal design in the motherboard. The mini itx 
motherboard has a lower thermal footprint thanks to 
the fanless heatsink. The heatsink is designed in 
suck a way that the computer continues to function 
even under the most adverse conditions.

♦  Better Thermal Design for Long Life



8.4" 10.4" 12.1" 15" 17" 19"

_-H08-125-DOS _-H10-125-DOS _-H12-125-DOS _-H15-125-DOS _-H17-225-DOS _-H19-125-DOS

_-H08-125-WXP _-H10-125-WXP _-H12-125-WXP _-H15-125-WXP _-H17-225-WXP _-H19-125-WXP

_-H08-125-W7P _-H10-125-W7P _-H12-125-W7P _-H15-125-W7P _-H17-225-W7P _-H19-125-W7P

_-H08-250-DOS _-H10-250-DOS _-H12-250-DOS _-H15-250-DOS _-H17-250-DOS _-H19-250-DOS

_-H08-250-WXP _-H10-250-WXP _-H12-250-WXP _-H15-250-WXP _-H17-250-WXP _-H19-250-WXP

_-H08-250-W7P _-H10-250-W7P _-H12-250-W7P _-H15-250-W7P _-H17-250-W7P _-H19-250-W7P

COM

PS/2

VGA

LPT

USB 2.0

GLAN

Audio

8.4" 10.4" 12.1" 15" 17" 19"

220 cd/m2 250 cd/m2 200 cd/m2 250 cd/m2 300 cd/m2 250 cd/m2

400:1 350:1 300:1 450:1

3.5 KG 4 KG 4.5 KG 6 KG 8 KG 9.5 KG

Models

Screen Size

Weight 

System

Expansion

Display

CPU

Motherboard

Touch 
Panel

Operating Temperature

Type

Interface

Light Transmission

Operating Force

Material Aluminium Magnesium Alloy Frame, MS Coated Body

10G

30 ~ 80% RH (non- condensing)

Front Panel: IP65

>50,000 hours

Protection Class

MTBF

-10° ~ 50°C(non- freezing; non- condensing)

5-17Hz/1mm amplitude in all three directions, X, Y, Z

min. 10 million

12VDC ±10%; max. 15A - 3 pin conenctor

Internal USB/ RS-232

-20° ~ 60°C (non- freezing; non- condensing)

5 ~ 95% RH (non- condensing)

Floor Stand/ Wall/ Cantilever mountable with use of VESA compatible installation kit

Panel mountable front bezel and mounting screws provided

TFT LCD

Resistive 4 wire

< 250g

1GB/ 2GB DDR3 (depending on model)

2x Intel 82574L Gigabit Lan

250GB/ 500GB 2.5" SATA Hard disc at 5400RPM

2

1

800x600 px 1024x768 px 1280x1024 px

700:1

min. 81%

Mini ITX motherboard with integerated processor

Ports

Intel GMA 3150, 256MB shared

1 PCI Slot

HDD

Intel Atom D525 Dual-core processor 1.8GHz, 1MB L2 cache

4x RS232; 2x RS232/422/485

1 Combo

1

1

4

2x RS232; 1x RS232/422/485 3x RS232; 2x RS232/422/485

Network

RAM

No. of Operations

Power Supply

Operating Humidity

Vibration

Shock

Storage Temperature

Storage Humidity

Mounting

LCD
Panel

Size

Display Type

Resolution

Luminance

Contrast Ratio
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Ratings and Speci�cations IPC-H
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Dimension Drawing IPC-H

All dimensions are in mm

248.8

38.7

34.2

128.5

171.4

34.2

196.8

70
8

100

3

34.6

21

6

183.6

6

235.6

6.6

A
A A

A

100
AA

A A

74.4

75

10075

48.4

6.6

A: 8-M4

♦  IPC-H08

♦  IPC-H10
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Dimension Diagram IPC-H

All dimensions are in mm

♦  IPC-H12

♦  IPC-H15
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Exclusively Represented by:

 © INNO, Rights Reserved
In the interest of continious product improvement

Intech Systems Chennai Pvt Ltd
S-2, Guindy Industrial Estate

Chennai - 600 032. Ph: 4353 8888
Email: info@intechchennai.com

www.inno.sg
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Dimension Drawing IPC-H

www.inno.sg/ipc-h

All dimensions are in mm

♦  IPC-H19

♦  IPC-H17
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